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LEO Hi-End Speakers System

Perfect Partner For Matching All Hi-Grade Audios


LEO Hi-Grade Professional Subwoofer System














 Model: LSW-10A
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Features
· With Superior load characteristics, deep and clear Bass is guaranteed.
· Advanced Dispersion Bass Technology – Down-firing drivers with 
· cone-shaped plates transmit all directional bass.

· Sealed-box radiator (Port-Tube) gives a punch and powerful  
· low frequency.

· Continuously Variable Control for crossover frequency & bass volume.

· Normal or Reverse Phase Control.

· Auto Standby mode for Power Saving.

· 3 types of input connections (Speaker-in, Line-in and Subwoofer-in).

Technology Highlights
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Advanced Dispersion Bass Technology
Down-firing drivers with square, dome-shaped plates, radiating sound efficiently in four horizontal directions – produce excellent, high power bass with equal effectiveness in all directions without any distortion or resonance.
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Sealed-box Radiator (Port-Tube)

An exceptional high frequency with much stronger motivation of air-flow plus the halt of any leakage of air-pulse. Powerful and accurate low frequency thus resulted.
Specification:








 
Woofer



: 10” 






Frequency Response
: 35~150Hz
 




Amplifier, Rated Output
: 100 Watts





Input Impendence

: 47K Ohm 



 
Phase Control


: 0 or 180 




 

Dimension (HxWxD)
: 42.5 x 33 x 40 Cm
      
Carton Size (HxWxD)
: 50.1 x 41.3 x 50 Cm

Net Weight


: 15.8 Kgs

Gross Weight


: 17.8 Kgs










Designed & Produced by

LEO Instruments (HK) Limited

Flat C, 12/F., Joint Venture Industrial Building, 76 Hung To Road, Kwun Tong, Kowloon, Hong Kong.

Tel: +852 2436 3379, 2342 0677  Fax: +852 2431 0044  Email: leoinstr@biznetvigator.com ; info@leoresearch.com 
Website: www.leoinstruments.com.hk ; www.leoresearch.com ; www.newelectronic.com/leoinst 


